
Feeder loading space

Machine o�oading space

Machine 
changeover 

space

68”  
173cm

42”  
107cm

60”  
152cm

M
aterial 

Run D
irection

170”  
432cm

80”  
203cm

36”  
91.5cm

44”  
112cm

M
ac

hi
ne

 o
pe

ra
ti

ng
 s

pa
ce

M
ac

hi
ne

 o
�

oa
di

ng
 s

pa
ce

254”
21.16ft 
645cm

116” / 9.66ft
295cmINTERNATIONAL

DIE CUTTING

Machine 
Controls=

To contact Rollem Service:
Email: service@rollemusa.com
Phone: (800) 272-4381
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Footprint & Electrical Speci�cations - Insignia6H

A forklift capable of lifting a 
MINIMUM of 4,000lbs / 1,815kg 
is required to remove the Insignia 
die cutter from the shipping skid. 

Machine CANNOT be hoisted from 
above, it must be lifted from 
underneath. 

Once the Insignia machine is sitting 
on the ground, a pallet jack can be 
used to transport it into position. 

Both the Insignia stripping unit and 
delivery table are on wheels once 
they are out of the shipping crate.

The blue outlined area (right) 
represents the total recommended 
working area for the system 

Shipping speci�cations:
3 total crates

84” L x 52” W x 65” T
213cm L x 132cm W x 165cm T

Weight: 3,600lbs /1,633kg

Insignia die cutter crate:

Insignia stripping unit crate:
48” L x 36” W x 41” T

122cm L x 92cm W x 104cm T
Weight: 750lbs / 340kg

Insignia delivery table crate:
75” L x 51” W x 44” T

191cm L x 130cm W x 112cm T
Weight: 610lbs / 277kg


